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MOLE NETTING 
MOLLENNET / FILET ANTI-TAUPES / MAULWURFNETZ                                         Art. 81578 - 81582 
 
 
 

PHYSICAL AND DIMENSIONAL CHARACTERISTICS  

Raw material / grondstof / matière première / Rohstoff PP 

Net construction / net vervaardiging / construction du filet / Netz 
Konstruktion 

Extruded / geëxtrudeerd/ extrudé / 
extrudiert 

Mesh size / maaswijdte / largeur de maille / Maschenweite Ca. 15mm x 17mm 

Colour/ kleur / couleur / Farbe ■ 

Weight / gewicht / poids / Gewicht 60 g/m² 

Dimensions / afmetingen / dimensions / Abmessungen 1m x 200m - 2m x 200m -               
4m x 200m 

MECHANICAL CHARACTERISTICS  

Breaking strength / breeksterkte / force de rupture / Reisskraft 3,53 kN/m - 3,53 kN/m 

Elongation at break / rek bij breuk / allongement à la rupture / Reißdehnung 35 % - 30 % 

CHEMICAL CHARACTERISTICS  

Temperature resistance / temperatuurbestendigheid / résistance à la 
température / Temperaturbeständigkeit -40 / +80 °C 

 
 
 
 
 
 
 
 
 
 
 
 
 
The values stated are given for indicative purposes only and without any guarantee. Duranet bv does not assume any liability 

arising from the use of these data. 
We reserve the right to alter the product without prior notice. 

 
 

 

 

 
  


